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MVER – Moisture Vapor Emission Rate, measured by the Calcium Chloride Test
† Must use a Shaw approved/trained contractor.
* For use with non-patterned broadloom only.

Install† 
Shaw flooring using 
Shaw 4151 Adhesive 

for LVT, Sheet Vinyl, Carpet 
Tile & Broadloom*

Install† 
Shaw flooring using 
Shaw 4151 Adhesive 
for LVT, Sheet Vinyl, 

Carpet Tile & Broadloom*

Install† 
Shaw flooring using 
Shaw 4151 Adhesive 
for LVT, Sheet Vinyl, 

Carpet Tile & Broadloom*

Apply 
Surface Prep EXT™

Apply 
Surface Prep EXT™

Apply 
Surface Prep EXT™

Apply  
MoistureShield™

Apply MRP

Apply  
MoistureTek™

Apply  
MoistureShield™

Install† 
Shaw flooring using 
Shaw 4151 Adhesive  
for LVT, Sheet Vinyl, 

Carpet Tile & Broadloom*

Perform Moisture Testing
by an entity certified by a third 

party in moisture testing
RH • MVER • pH

<99% RH
≤10 MVER

<11 pH

≤100% RH
≤12 MVER

≤12 pH

≤100% RH
<25 MVER

≤14 pH

≤100% RH
<17 MVER

≤14 pHTE ST
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As needed for a
smooth surface, apply 

Shaw approved patch/
skim coat and/or Shaw 

QuikFill to fill in any saw 
cuts, joints and fine cracks 

As needed for a
smooth surface, apply 

Shaw approved patch/
skim coat 

As needed for a
smooth surface, apply 

Shaw approved patch/
skim coat

Apply Shaw QuikFill 
to fill in any saw cuts, 
joints and fine cracks 

Apply Shaw QuikFill 
to fill in any saw cuts, 
joints and fine cracks 

Apply Shaw QuikFill 
to fill in any saw cuts, 
joints and fine cracks 

As needed for a 
smooth surface, apply 

Shaw approved patch/
skim coat

Shaw Contract offers a moisture system that can handle almost all moisture situations, from the most basic 
problem to the most serious. Meet your moisture risk management solution. It all starts with the proper  
moisture testing. 

Select Your Moisture Level
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